
MIRA

STWORZONY DO SAL KONFERENCYJNYCH
Mira ma to, czego potrzebujesz! Ten wszechstronny wyświetlacz Newline to maksimum ułatwień 
w miejscu pracy. Pasuje do sal konferencyjnych, wykładowych i biur. Mira jest sprawdzonym 
rozwiązaniem. Połączenie klejenia optycznego i zaawansowanego dotyku w podczerwieni 
zapewnia wyjątkową dokładność dotyku i płynne pisanie. Jest tego więcej! Dzięki technologii 
Optical Bonding zyskujesz najwyższą jakość obrazu, naturalne kolory i doskonałą widoczność, 
nawet pod dużym kątem. 

Wbudowana kamera i mikrofon usprawniają współpracę, a skróty na ekranie - poruszanie się 
między aplikacjami, tablicą interaktywną, komputerem i innymi.  Zintegrowane, interaktywne 
narzędzia ekosystemu Newline umożliwiają bezpieczną, bezprzewodową prezentację. Mira - 
idealne rozwiązanie do Twojej pracy!

Newline MIRA zawiera następujące interaktywne narzędzia ekosystemowe dla systemu Android:
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MIRA
MODEL TT-6520HO TT-7520HO TT-8620HO

Active Screen Size 65" 75"     86" 
Backlight type
Aspect ratio
Resolution
Display color
Brightness
Contrast Ratio (Dynamic)
Viewing angle
Life Time

Power Consumption (Normal) ≤250 W ≤300 W ≤400 W
Power Consumption (Standby mode)
Working Voltage

Surface treatment
Touch type
Writing pen
Touch points

Speaker Position 
Speaker Rated Impedance
Speaker Max.Power Output

Outline Dimension 1509 x 883 x 80 mm 1730 x 1007 x 81 mm 1976 x 1147 x 81 mm
Package size 1640 x 1036 x 221 mm 1859 x 1160 x 247 mm 2119 x 1281 x 275 mm
Net weight 34,7 Kg 46 Kg 57,5 Kg
Gross weight 45,5 Kg 61,3 Kg 75,8 Kg
VESA mount 600 x 400 mm 800 x 400 mm 800 x 400 mm

Rear input ports

Rear output ports
OPS port

CPU
GPU
RAM
ROM
Android version
Wi-Fi module

Resolution Max.
Viewing angle
Built-in Microphone

OPS PC
Firmware update

LED (WCG + Anti blue light Filter)
16:9

3840 x 2160 (4K UHD)
1,07 billion

Mali-G51 x 4

Speaker
Downward

Transportation/Storage

IO Ports
HDMI 2.0 (4K@60 Hz) x 2; VGA (2K@60 Hz) x 1; VGA audio in (Jack 3,5 mm) x 1; USB-A 3.0 (Touch) x 1; USB-A 2.0 (Android) 
x 1; USB-A 3.0 (Dynamic) x 2;  LAN in (RJ45) x 1; RS232 (Serial) x 1; Mic in (Jack 3,5 mm) x 1; USB-C (Sound Bar) x 1; USB-C x 

1
HDMI Out (4K@60 Hz) x1; Line Out (Earphone Jack 3,5 mm) x 1; SPDIF Out x 1

Yes, 4K@60 Hz/30 Hz
Smart System

A73 x 2 + A53 x 2 ( A53 : 1,05-1,3 GHz; A73 : 1,15-1,5 GHz)

Others
Available

OTA

90º
Microphone array x 4; Pickup distance 8 m; Echo cancellation; Beamforming; Noise reduction

8 Ω
2 x 15 W

Windows 20 points; Android 10 points

4000:1
178°

≥50.000 hours
Electrical

<0,5 W
AC 100-240 V; 50/60 Hz; Max 3,0 A

Touch
Optical Bonding / Anti-glare tempered glass + Anti-fingerprint

IR
Fine  pen 

≥400 cd/m²

Display 

Built in Camera & Microphones
1920 x 1080

4 GB
64 GB

8.0
Built-in 2.4G/5G, Support Wi-Fi and hotspot enable in the same time
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